
Tl 004/81 FILTER ASSEMBLER MAX S/MAX 80 

Subassembly 46 FA 


Synchronized PRINT-SKIP-TIP glueing unit 

Special equipment: Subsequent installation, commencing with Machine 
No. 447, is recommended. 

A special SKIP-TIP glueing unit is required for producing cigarettes 
with dilution zone, using highly porous or pre-perforated filter paper. 

With application of the new PRINT-SKIP-TIP glueing unit, the pre- 
determined degree of dilution is maintained through an exact formation 
of the glue-free zone, even at high speeds. Besides, setting up has been 
simplified considerably, as opposed to existing synchronized glueing 
units and is now superfluous when re-assembling the glueing unit after 
cleansing (automatically correct position of glue-free zone on tipping 
paper). Intervals between maintenance have been extended. 


Application of the PRINT-SKIP-TIP system avoids machine contamin- 
ation (even with highly porous tipping paper, glue is not wiped through 
the paper pores) and the pre-determined degree of dilution is main¬ 
tained exactly (no splashes of glue or badly formed glue pictures at 
high speeds). 


The follbwing sketch explains the operating mode of the synchronized 
PRINT-SKIP-TIP glueing unit: 



Glue is transfered from roller (1) onto applicator roller (2) and thence onto the 
tipping paper (3). 


Since the speed of the tipping paper (v-j) equals that of the circumferencialispeed ot 
the glue roller and of the applicator roller (v^). the glue picture is printed at the 
ratio of. 1:1 onto the paper: PRINT-SKIP. 



The delivery programme of the glueing unit comprises one glue roller, 
one glue applicator roller with the respective drive gears, one glue pot 
with retainer bridge and one cleaner plate. Glue roller, applicator roller, 
drive gears and retainer bridge are garniture parts. The mechanical 
conversion is kept to a minimum. 

When ordering, please quote the Tl Number and the Machine Type and 

Mitmhor 

So.urce: https://www.industrydocuments.ucsf.edu/ilocs/xmmmOOOO 
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